
KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany |  +49 7433 9933-0 | www.kern-sohn.com

1

EN
GL

IS
H

Product brochure

KERN CM 320-1N
Pocket balance with integrated pocket calculator
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com
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FEATURES
Simple and convenient 4-key operation

Hard case cover as protection against pressure and dust

Robust, handy, well-protected

Integrated calculator

TECHNICAL DATA
LCD display, digit height 12 mm

Ready for use: Batteries included, 2×1.5 V AAA, operating time up to 33 h

Dimensions weighing surface, plastic, W×D 70×80 mm

Overall dimensions 85×130×25 mm

Net weight approx. 0,25 kg

Permissible ambient temperature 5 °C/35 °C

MAIN SCOPE OF APPLICATIONS
Jewellery and precious metal testing

Laboratories

Training

Schools

People who collect things like coins and gemstones

Food industry and spices

PICTOGRAMS
Standard Option

MODEL OVERVIEW

Model 
 

Weighing capacity 
[Max]

Readability 
[d]

Reproducibility 
 

Linearity 
 

Dimensions 
weighing surface

CM 60-2N 60 g 0,01 g 0,02 g ± 0,03 g 70×80 mm

CM 150-1N 150 g 0,1 g 0,1 g ± 0,2 g 70×80 mm

CM 320-1N 320 g 0,1 g 0,1 g ± 0,2 g 70×80 mm
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Model 
 

Weighing capacity 
[Max]

Readability 
[d]

Reproducibility 
 

Linearity 
 

Dimensions 
weighing surface

CM 1K1N 1000 g 1 g 1 g ± 2 g 70×80 mm

ACCESSORIES

Model Description

315-408-405 Safety set 315-408-405, included weight 20 g (M1); 200 g (M1)

366-92 Test weight 366-92 (OIML Class M3, Nominal value 200 g, Cylinders, cast iron lacquered)

SERVICES

Model Description

961-247 Adjustment at the location of installation 961-247 (Not in combination with verification)

963-127 DAkkS calibration certificate 963-127

969-517 Confirmation of the manufacturer’s specification (only in combination with DAkkS calibration 
certificate)969-517

970-011 Warranty extension (+3 years) 970-011
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KERN Pictogram Overview

External adjustment: Adjusting accuracy using external adjustment weight

Units can be switched to e.g. non-metric units

Battery operation: Ready for battery operation

Package shipment by courier service: The duration of internal product provision is one day

Accredited calibration (DKD): The duration of the accredited calibration is 3 working days
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