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KERN MPN 200K-1PM
Integratable personal scale for wireless transfer of weighing data to EMR or EHR systems
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CONTACT
KERN & SOHN GmbH
Ziegelei 1
72336 Balingen
Germany

  +49 7433 9933-0
  info@kern-sohn.com
  www.kern-sohn.com
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FEATURES
Verification class III (verification is optional)

Approved as a medical device according to regulation (EU) 2017/745

Thanks to the integrated WiFi interface, this model is suited for wireless transfer of weights directly into the digital patient 
records. By doing this, any documentation or transfer errors which occur during manual data transfer are eliminated. Thanks 
to this technology, this model can be integrated into existing or future EMR and EHR systems and ensures that your 
investment is future-proofed right now

KERN Universal Port (KUP): permits the connection of an external KUP interface adapter, such as, for example, RS-232, 
USB, Bluetooth, WiFi or Ethernet, for the exchange of data and control commands, without any installation outlay

Practical second display on the back of the scale, which makes it easy for both the patient and the medical staff to read the 
weight

The ergonomically optimised shape and robust design mean that this range is ideal for daily use in a professional 
environment

Secure and non-slip positioning with height-adjustable rubber feet

Large platform with non-slip and wear-resistant surface made of plastic, to provide a secure footing for patients

Hold function: While weighing patients that are unable to stand still, a mean average weight value is determined. This allows 
for sufficient time to attend to the patient, and then get a weight reading

Parent-child function: the parent's weight is measured, and the scale is reset to zero via the button. Subsequently, the 
parent and baby are weighed together. The weight of the child will then show on the display. This is particularly practical for 
weighing infants, who can remain cradled in the arms of a parent during the weighing process

BMI function to determine underweight/normal weight/surplus weight

High resolution readability: readability [d] can be increased by one decimal place for 5 sec. by the touch of a key

Easy to transport thanks to the two integrated transport wheels

Battery- or mains-powered, rechargeable battery operation optional
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TECHNICAL DATA
Large LCD display, digit height 25 mm

Weighing platform dimensions W×D×H 365×360×80 mm

Overall dimensions W×D×H 365×570×1030 mm

Optional battery operation, 6×1.5 V AA not included in scope of delivery, operating time up to 20 h

Mains adapter external, standard

Net weight approx. 11 kg

MAIN SCOPE OF APPLICATIONS
Inpatient facilities

Outpatient facilities

Retirement and nursing homes

Health authorities

Company medical service

PLEASE NOTE FOR YOUR ORDER
Within the EU, official verification (conformity assessment in accordance with NAWI 2014/31/EU) is mandatory by law for 
scales that are intended for use as a medical device. Please order this where you state the location of installation and 
postcode.

PICTOGRAMS
Standard Option Factory

 

MODEL OVERVIEW

Model Weighing capacity 
[Max]

Readability 
[d]

Verification value 
[e]

Overall dimensions 
W×D×H

MPN 200K-1HM 250 kg 0,1 kg 0,1 kg 365×570×2134 mm

MPN 200K-1PM 250 kg 0,1 kg 0,1 kg 365×570×1030 mm
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ACCESSORIES

Model Description

KUP-01 RS-232 interface KUP-01

KUP-03 Interface USB-Device KUP-03-2026e

KUP-04 Ethernet interface KUP-04

KUP-06 Bluetooth BLE interface KUP-06

KUP-13 Extension box KUP-13

MYC-01 Alcohol-free cloths for wipe disinfectant MYC-01

YKA-51 Power adapter YKA-51 (6 V, 1 A | 100 V - 240 V)

YKC-01 Thermal printer YKC-01

YKG-01 Dot Matrix Printer YKG-01

YKH-01 Thermal printer YKH-01

YMM-03 Alibi memory with Real Time Clock YMM-03

YMR-01 Rechargeable battery pack YMR-01 (Li-Ion, , )

SOFTWARE

Model Description

SCD-4.0-DL Software SCD-4.0-DL (Scope of supplies: Download link for 1 license)

SCD-4.0-DLS05 Software SCD-4.0-DLS05 (Scope of supplies: Download link for 5 licenses)

SCD-4.0-PRO-DL Software SCD-4.0-PRO-DL (Scope of supplies: Download link for 1 license)

SCD-4.0-PRO-DL-AS05 Software SCD-4.0-PRO-DL-AS05 (Scope of supplies: Download link for 5 licenses)

SET-01 Software KERN EasyTouch SET-01-2025a Base

SET-01 Software KERN EasyTouch SET-01 Base

SET-04 Software KERN EasyTouch SET-04-2025a Density

SET-04 Software KERN EasyTouch SET-04 Density

SET-05 Software KERN EasyTouch SET-05-2025a Dynamic

SET-05 Software KERN EasyTouch SET-05 Dynamic

SET-06 Software KERN EasyTouch SET-06-2025a Classification

SET-06 Software KERN EasyTouch SET-06 Classification

SET-07 Software KERN EasyTouch SET-07-2025a Variable

SET-07 Software KERN EasyTouch SET-07 Variable

SET-08 Software KERN EasyTouch SET-08-2025a Take-out



KERN & SOHN GmbH | Ziegelei 1 | 72336 Balingen, Germany |  +49 7433 9933-0 | www.kern-sohn.com

5

EN
GL

IS
H

Product brochure
KERN MPN 200K-1PM

Model Description

SET-08 Software KERN EasyTouch SET-08 Take-out

SET-10 Software KERN EasyTouch SET-10 Save Server

SET-11 Software KERN EasyTouch SET-11-2025a Safety

SET-11 Software KERN EasyTouch SET-11 Safety

SET-14 Software KERN EasyTouch SET-14-2025a Individual Print

SET-14 Software KERN EasyTouch SET-14 Individual Print

SET-16 Software KERN EasyTouch SET-16-2025a Batch and Statistics

SET-16 Software KERN EasyTouch SET-16 Batch and Statistics

SET-17 Software KERN EasyTouch SET-17-2025a PrePack

SET-17 Software KERN EasyTouch SET-17 PrePack

SET-18 Software KERN EasyTouch SET-18-2025a Container Master

SET-18 Software KERN EasyTouch SET-18 Container Master

SET-21 Software KERN EasyTouch SET-21-2025a Formulation

SET-21 Software KERN EasyTouch SET-21 Formulation

SET-22 Software KERN EasyTouch SET-22-2025a Difference

SET-22 Software KERN EasyTouch SET-22 Difference

SET-31 Software KERN EasyTouch SET-31-2025a Tolerance

SET-31 Software KERN EasyTouch SET-31 Tolerance

SET-32 Software KERN EasyTouch SET-32-2025a Count

SET-32 Software KERN EasyTouch SET-32 Count

SET-33 Software KERN EasyTouch SET-33-2025a Target Count

SET-33 Software KERN EasyTouch SET-33 Target Count

SET-35 Software KERN EasyTouch SET-35-2025a Assembly Count

SET-35 Software KERN EasyTouch SET-35 Assembly Count

SET-37 Software KERN EasyTouch SET-37-2025a Export Manager

SET-37 Software KERN EasyTouch SET-37 Export Manager

SET-39 Software KERN EasyTouch SET-39 Data Interface

SET-40 Software KERN EasyTouch SET-40 Protect

SET-46 Software KERN EasyTouch SET-46-2025a Backup Scheduler

SET-46 Software KERN EasyTouch SET-46 Backup Scheduler

SET-51 Software KERN EasyTouch SET-51-2025a Audit Logs
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Model Description

SET-51 Software KERN EasyTouch SET-51 Audit Logs

SET-52 Software KERN EasyTouch SET-52-2025a Inventory

SET-52 Software KERN EasyTouch SET-52 Inventory

SET-261 Software KERN EasyTouch SET-261 Audio Management

SET-311 Software KERN EasyTouch SET-311-2025a Quick Key

SET-311 Software KERN EasyTouch SET-311 Quick Key

SET-411 Software KERN EasyTouch SET-411-2025a Hotkeys

SET-411 Software KERN EasyTouch SET-411 Hotkeys

SERVICES

Model Description

961-230 Safety-related monitoring (STK protocol) KERN 961-230

961-249 Adjustment at the location of installation 961-249 (Not in combination with verification)

963-129 DAkkS calibration certificate 963-129

965-129 Verification / Conformity assessment according to NAWI (2014/31/EU) 965-129

969-517 Confirmation of the manufacturer’s specification (only in combination with DAkkS calibration 
certificate)969-517

970-103 Warranty extension (+2 years) 970-103
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KERN Pictogram Overview

KERN IoT-Line balances – smart weighing solutions for the digital future

KERN Universal Port (KUP): allows the connection of external KUP interface adapters, e.g. RS-232, RS-485, USB, 
Bluetooth, WiFi, Analogue, Ethernet etc. for the exchange of data and control commands, without installation effort

Data interface WiFi: For data transfer to printers, PCs or other peripheral devices

KERN Communication Protocol (KCP): a standardized interface command set for KERN balances and other instruments, 
which allows retrieving and controlling all relevant parameters and functions of the device. KERN devices featuring KCP 
are thus easily integrated with computers, industrial controllers and other digital systems

Hold function: While weighing patients that are unable to stand, sit or lie still, a mean average weight value is 
determined

Battery operation: Ready for battery operation

Universal plug-in power supply: With universal input and optional input socket adapters for EU, CH, GB or EU, CH, GB, 
US or EU, CH, GB, US, AUS

Package shipment by courier service: The duration of internal product provision is one day

EasyTouch: Suitable for the connection, data transmission and control through PC or tablet

Data interface RS-232: For connection to printers, PCs or other peripheral devices for data transfer over longer 
distances. Network in bus topology possible

Data Interface USB: For connection to printers, PCs or other peripheral devices

Data interface Bluetooth: For connection to printers, PCs or other peripheral devices

Network interface: For connecting the measuring device to an Ethernet network

Rechargeable battery pack: Rechargeable set

Alibi memory: Secure, electronic archiving of measuring results, complying with the 2014/31/EU standard

Conformity assessment: The duration of the conformity assessment is 3 working days

Product complies with applicable EU requirements
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